
10.5 200mA LDO

XC6505 Series

USP-6C, SOT-25,
SOT-89-5

XC6505 5.5 A LDO
60dB 1kHz LDO 1.7V 10.5V

2 Li-ion 4 1.5V 9V
6V DC/DC 5V

105˚C
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PSRR 60dB@1kHz

LDO XC6505

5.5 A2211

33

High Speed LDO

Low Power 
Consumption

6505 Series

 ±1.0% (2.0V~8.0V), ±20mV (1.5V~1.9V)

 

CE

 

 

 1.7V 10.5V
200mA

 1.5V 8.0V

 190mV@VOUT=3.3V, IOUT =100mA
 5.5 A (TYP.)
 Active High, 0.1 A (Stand-by) 

 60dB@1kHz
  (300mA, TYP.)
 (110mA, TYP.)
 
 XC6505A CL

 -40 +105
 USP-6C, SOT-25, SOT-89-5

 ±30ppm/
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XC6505 Series

44

XC6505

XC6505
-40˚C 105˚C

±30ppm/˚C
XC6505

1 

55

XC6201

200mA

USP-6B (1.8 2.0)
SOT-25 (2.8 2.9)
SOT-89 (4.0 4.5)
TO-92 (14.8 4.65)

XC6209

300mA

2.0V ~10.0V 10.0V

(mm)

XC6505

200mA

1.7V ~ 10.5V 

1.5V ~ 8.0V

5.5 A(TYP.)
60dB@1kHz

USP-6C (1.8 2.0)
SOT-25 (2.8 2.9)

SOT-89-5 (4.35 4.5)

-40  ~ +105

0.9V ~ 6.0V

25 A(TYP.)
80dB@1kHz

-40  ~ +85

USP-6B (1.8 2.0)
SOT-25 (2.8 2.9)

SOT-89-5 (4.35 4.5)

1.3V ~ 6.0V

2.0 A(TYP.)

-40  ~ +85

33dB@1kHz

CE 

200mA LDO




